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EXCELLENCE SINCE 1979

INCLUDED AT NO EXTRA COST:

1)  XP-4T (FLUX VACUUM)
2)  1 1/2" FLUX RECOVERY HOSE (5FT. LONG).
3)  NZ-1 (FLUX PICK-UP NOZZLE).
4)  2 HOPPER SIGHT WINDOWS.

OTHER OPTIONAL ACCESSORIES AVAILABLE:

1) OPTIONAL HOSE MOUNTING BRACKETS:
    FHM-1 (LINEAR ADJUSTMENT ONLY)
    FHM-1ADJ (LINEAR AND ANGULAR
    ADJUSTMENT).
2) OPTIONAL FLUX PICK-UP NOZZLES:
    NZ-1 CRN (CORNER NOZZLE)
    NZ-1 BUTT (BUTT NOZZLE)
3) OPTIONAL AV-4 (ELECTRIC AIR VALVE. 115VAC,
    220VAC, AND OTHER VOLTAGES AVAILABLE).
4) OPTIONAL MAGSEP-1 (MAGNETIC
    SEPARATOR).
5) OPTIONAL FF-3 (FLUX FEED PIPE
    AUTOMATICALLY KEEPS HOPPER FULL
    OF FLUX IF USING PT-100 OR SIMILAR FEED
    TANK. SPECIFY I.D. OF 1/2", 3/4", OR 1").
6) OPTIONAL 100LB. PT-100 OR HEATED HPT-100
    FLUX PRESSURE FEED TANK [ALSO
    AVAILABLE IN 300LB. PT-300 OR HEATED
    HPT-300, 600LB. PT-600 OR HEATED HPT-600,
    OR LARGER SIZES].
7) OPTIONAL FLUX FEED HOSE. (SPECIFY
    1/2", 3/4", OR 1" I.D. SIZE).

FIG. 10:

XP-4T FLUX VACUUM MOUNTED TO LINCOLN ELECTRIC FLUX HOPPER.
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PT-100 (100LB. OPTIONAL PRESSURE FLUX FEED TANK)
(AVAILABLE IN 100LBS., 300LBS., 600LBS., OR LARGER SIZES
AND AS HEATED FLUX PRESSURE FEED TANKS)
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AUTOMATICALLY KEEPS HOPPER FULL)

XP-4T
(FLUX VACUUM)

SIGHT WINDOW KIT (INCLUDED)
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AV-4 (OPTIONAL ELECTRIC AIR
VALVE TO TURN XP-4T ON/OFF
REMOTELY. 115VAC, 220VAC, &
OTHER VOLTAGES AVAILABLE)

LINCOLN HOPPER (P/N L-3552-F). CONSULT
FACTORY IF OTHER HOPPER MUST BE USED.

NZ-1 (FLUX PICK-UP NOZZLE INCLUDED)
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LINEAR AND ANGULAR

ADJUSTMENT HOSE
MOUNTING BRACKET)
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PT-X00

OPTIONAL MAGSEP-1 (MAGNETIC SEPARATOR)

VERTICAL DUST BAG
ALLOWS FLUX DUST TO BE

RECYCLED INTO SYSTEM


